
This fence panel combines a modern style with durability and 
safety. Vertical round bars are welded securely on either side  
of top and bottom rails to form an impassable barrier 
(maximum opening between bars is 110 mm). The upper 
surface of the top and bottom rails is rounded to prevent 
moisture and dirt collecting. 

Each panel has 25 vertical bars (16 welded on the front side,  
9 on the rear). Lower fences have a black plastic cap on the  
top of each bar to prevent injury. Hanging panels can be 
specially ordered for uneven terrains and small divides 
(streams and ditches).

Supplied in heights up to 2500 mm, this fully welded fence  
is available as pre-galvanized and RAL powder coated.

The panels are attached to solid square support posts  
(with or without base plate) using extra-secure blind 
connectors (or optional brackets). This enables flexible 
installation in customer specific solutions.

•	 Eye-catching unique appearance
•	 Secure and durable
•	 	Sliding/swing gates available in same design
•	 	Pre-galvanized and powder coating

Orpheus
Demarcation / Bar fencing

Experts in perimeter protection
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Technical specifications  
Type Panel height (A) Fence height Suggested post length 

with concrete surround
Suggested post length 
with base plate

Cap on bar

Orpheus 100 935 1000 1700 1000

Orpheus 125 1185 1250 1900 1250

Orpheus 150 1440 1500 2150 1500

Orpheus 180 1760 1800 2650 1800

Orpheus 200 1940 2000 2800 2000

Orpheus 250 2400 2500 3350 2500

Norms
•	The quality is S235JRH - EN 10219 Powder coating according 

to NEN-EN 15773 
•	Clamps are galvanized steel Fe P02 G 275NC according to 

EN 10154
•	All other fasteners are stainless steel A2 according to 

DIN 267-11

Ordering information
Contact your local Heras office for precise ordering details.

Suggested accessories / products
•	Swing gate
•	Sliding gate

Material Steel

Colour
(other colours available upon 
request)

RAL 6005 (moss green)
RAL 6009 (fir green)
RAL 7016 (anthracite grey)
RAL 9005 (jet black)

Finish Pre-galvanized and powder coating  
(80 μm thick; 80 buchholz hardness) 

Panel width 2294 mm

Bar diameter 26 mm

Post profile 60 x 60 mm

Post centre-to-centre 2360 mm (blind connection)
2420 mm (bracket connection)

Top and bottom rail dimensions 50 x 30 x 25 mm rounded on top
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