
Heras supplies a wide range of audio, video and electronic 
access control interfaces to suit individual requirements for 
access through a gate, barrier or turnstile. 
These interfaces (intercom, card reader, camera, telephone) are 
normally housed in a hollow pillar or column located 
conveniently beside the site entrance.  

The pillar/column is mounted on a solid concrete foundation or 
base plate and is designed to withstand intensive use and 
attempted vandalism. Choose from a selection of colours and 
finishes to best match your entranceway and company image. 
The pillar/column  can also be ordered in 3 different heights to 
best suit the eye-to-eye level for your  most regular visitors 
(pedestrians, car drivers or truck drivers). 

The column version has a convenient and lockable rear 
opening for easy servicing of the access interface. 

•	 Attractive
•	 Robust
•	 Integrated entrance control solution
•	 Different heights for pedestrian, car or truck

Communication pillar/column
Entrance control / Communication

Experts in perimeter protection



Drawings (dimensions in mm)
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Technical specifications
Pillar Column

Dimensions (LxWxH)
Car model: 140 x 140 x 1200
Pedestrian model: 140 x 140 x 1700
Truck model: 140 x 140 x 2400

Car model: 350 x 350 x 1200
Pedestrian model: 350 x 350 x 1700
Truck model: 350 x 350 x 2400

Dimensions front plate (WxH) 109 x 229 330 x 400

Dimensions foundation (LxWxH) 250 x 250 x 1055 350 x 350 x 1055

Norms
•	Stainless steel quality according to EN 1.4404 (AISI 316L)
•	Steel quality is S235JR according to EN 10025
•	Galvanized according to EN ISO 1461
•	Powder coating according to EN 5254; 

Ordering information
Contact your local Heras office for precise ordering details.

Suggested accessories / products
•	Heras fences and gates
•	Front plate (closed)

Column (with foundation)Pillar (with base plate)

Material Pillar: Galvanized steel
Column: Stainless steel

Colour
(other colours available upon 
request)

RAL 6005 (moss green)
RAL 6009 (fir green)
RAL 7016 (anthracite grey)
RAL 9005 (jet black)

Finish

Stainless steel (blank) / electrostatic 
powder-coating (80 μm thick; 80 buchholz 
hardness)
Galvanized 
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